
M B 3 B

D E S C R I P T I O N

20mm Malleable Angle Conduit Box

F I N I S H

Black Enamel

M A T E R I A L

Malleable Iron

P A C K A G I N G

Packed in qty 10

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface 
locations)

PRODUCT CODE:  MB3B

MB3B

S T E E L  C O N D U I T  T U B E ,
A C C E S S O R I E S  &

C O N S U M A B L E S

 D A T A  S H E E T

M A L L E A B L E  C O N D U I T  B O X

M4 TAPPED 2 PLACES

M20 CONDUIT THREAD 16mm DEEP 2 PLACES

90°

85.5

28

Ø66

50.8±0.5

Ø60

Values are nominal and with a general tolerance ±5% unless 
otherwise specified

Ø23.2 MIN. 2 PLACES



M B 3 G

D E S C R I P T I O N

20mm Malleable Angle Conduit Box

F I N I S H

Hot Dipped Galvanised

M A T E R I A L

Malleable Iron

P A C K A G I N G

Packed in qty 10

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface 
locations)

PRODUCT CODE:  MB3G

MB3G

S T E E L  C O N D U I T  T U B E ,
A C C E S S O R I E S  &

C O N S U M A B L E S

 D A T A  S H E E T

M A L L E A B L E  C O N D U I T  B O X

M4 TAPPED 2 PLACES

M20 CONDUIT THREAD 16mm DEEP 2 PLACES

90°

85.5

28

Ø66

50.8±0.5

Ø60

Values are nominal and with a general tolerance ±5% unless 
otherwise specified

Ø23.2 MIN. 2 PLACES



M B 1 0 B

D E S C R I P T I O N

25mm Malleable Angle Conduit Box

F I N I S H

Black Enamel

M A T E R I A L

Malleable Iron

P A C K A G I N G

Packed in qty 10

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface 
locations)

PRODUCT CODE:  MB10B

MB10B

S T E E L  C O N D U I T  T U B E ,
A C C E S S O R I E S  &

C O N S U M A B L E S

 D A T A  S H E E T

M A L L E A B L E  C O N D U I T  B O X

M4 TAPPED 2 PLACES

M25 CONDUIT THREAD 16mm DEEP 2 PLACES

50.8±0.5

32

90°

Ø60

Ø6688

Ø28.4 MIN. 2 PLACES

Values are nominal and with a general tolerance ±5% unless 
otherwise specified



M B 1 0 G

D E S C R I P T I O N

25mm Malleable Angle Conduit Box

F I N I S H

Hot Dipped Galvanised

M A T E R I A L

Malleable Iron

P A C K A G I N G

Packed in qty 10

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface 
locations)

PRODUCT CODE:  MB10G

MB10G

S T E E L  C O N D U I T  T U B E ,
A C C E S S O R I E S  &

C O N S U M A B L E S

 D A T A  S H E E T

M A L L E A B L E  C O N D U I T  B O X

M4 TAPPED 2 PLACES

M25 CONDUIT THREAD 16mm DEEP 2 PLACES

50.8±0.5

32

90°

Ø60

Ø6688

Ø28.4 MIN. 2 PLACES

Values are nominal and with a general tolerance ±5% unless 
otherwise specified



M B 2 3 G

D E S C R I P T I O N

32mm Malleable Angle Conduit Box

F I N I S H

Hot Dipped Galvanised

M A T E R I A L

Malleable Iron

P A C K A G I N G

Packed in qty 1

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface 
locations)

PRODUCT CODE:  MB23G

MB23G

S T E E L  C O N D U I T  T U B E ,
A C C E S S O R I E S  &

C O N S U M A B L E S

 D A T A  S H E E T

M A L L E A B L E  C O N D U I T  B O X

Values are nominal and with a general 
tolerance ±5% unless otherwise specified

M4 TAPPED 4 PLACES

Ø82

Ø70

Ø90

Ø3
8

4
5

M32 CONDUIT THREAD

Ø38

M32 CONDUIT THREAD
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