
B T G 1

D E S C R I P T I O N

20mm Brass TRS Gland

F I N I S H

Self Colour

M A T E R I A L

Brass

P A C K A G I N G

Packed in qty 100

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1: 2008
Comprises; two part gland body c/w internal rubber seal
Safe working temperature of -30oC to +100oC

PRODUCT CODE:  BTG1

CW75

C A B L E
A C C E S S O R I E S

 D A T A  S H E E T

B R A S S  T R S  S T U F F I N G  G L A N D



B T G 2

D E S C R I P T I O N

25mm Brass TRS Gland

F I N I S H

Self Colour

M A T E R I A L

Brass

P A C K A G I N G

Packed in qty 50

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1: 2008
Comprises; two part gland body c/w internal rubber seal
Safe working temperature of -30oC to +100oC

PRODUCT CODE:  BTG2

CW75

C A B L E
A C C E S S O R I E S
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B R A S S  T R S  S T U F F I N G  G L A N D



B T G 3

D E S C R I P T I O N

32mm Brass TRS Gland

F I N I S H

Self Colour

M A T E R I A L

Brass

P A C K A G I N G

Packed in qty 10

A D D I T I O N A L  N O T E S

Conforms to BS EN61386-1: 2008
Comprises; two part gland body c/w internal rubber seal
Safe working temperature of -30oC to +100oC

PRODUCT CODE:  BTG3

CW75

C A B L E
A C C E S S O R I E S
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B R A S S  T R S  S T U F F I N G  G L A N D
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