CHANNEL NUTS,
BRACKETRY & ACCESSORIES

ST1G
DATA SHEET

PRODUCT CODE: ST1G DESCRIPTION
CONDUIT SOLID TEE . .
20mm Conduit Solid Tee

FINISH

Hot Dipped Galvanised
MATERIAL

Steel
PACKAGING
Packed in gty 10

ADDITIONAL NOTES

Conforms to BS EN 61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface
locations)

100

25

62.5

M20 CONDUIT THREAD - 3 PLACES 225

Values are nominal and with a general tolerance 5% unless
@ 8 otherwise specified
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CHANNEL NUTS,
BRACKETRY & ACCESSORIES

ST2G
DATA SHEET

PRODUCT CODE: ST2G DESCRIPTION
CONDUIT SOLID TEE . .
25mm Conduit Solid Tee

FINISH

Hot Dipped Galvanised
MATERIAL

Steel
PACKAGING
Packed in gty 10

ADDITIONAL NOTES

Conforms to BS EN 61386-1:2008
Compliant to LU Standard 1-085 (for use on surface & sub-surface
locations)

100

@30.5

64.5

M25 CONDUIT THREAD - 3 PLACES 230.5

Values are nominal and with a general tolerance 5% unless
@ 8 otherwise specified
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